
 

 
 

 

CAT – LINE Magnet  
 

Max. tolerance 
<0,05% - 20° 

 
Battery: 
3 x AG5 

 
Made in Germany 

 
Kettenflucht-Testgerät mit Linienlaser, magnetisch.  
 
Line-Laser CAT – magnetic for steel sprockets. 
 
Laser à lignes CAT - magnétique pour pignons en acier. 

 
 
 
 
 
 
 

 

 Spare Parts: 
 

Battery Pack incl. 
isolation tube. 

- 
ON / OFF Screw 

Sleeve 

The usual use and storage of the measuring system 
ensures a very long service life. 
 
Exclusion of liability : 
No liability for damage caused by improper use. Also read 
safety instructions for the handling of laser toos. 

 
Patented and manufactured by: 
Profi Products/Germany      Professional Motorcycle Products 
     www.profi-products.de  

 

CAT - DOT   
 

Max. tolerance 
<0,05% 
Battery: 
3 x AG5 

 
Made in Germany 

 

Kettenflucht-Testgerät mit Punktlaser. 
 
Laser CAT - Chain Alignment Tool with dot-laser. 
 
Contrôleur de l’alignement de la chaîne avec point-laser. 

 
 

 

CAT - LINE  
 

Max. tolerance 
<0,05% - 20° 

Battery: 
3 x AG5 

 
Made in Germany 

 

Kettenflucht-Testgerät mit Linien-Laser. 
 
Laser CAT - Chain Alignment Tool with Line-Laser. 
 
Contrôleur de l’alignement de la chaîne avec laser à lignes. 

 
 

  

 

 

CAT - DOT Magnet  
 

Max. tolerance 
<0,05%  

 
Battery: 
3 x AG5 

 
Made in Germany 

 
Kettenflucht-Testgerät mit Punktlaser, magnetisch. 
 
Dot-Laser CAT – magnetic for steel sprockets. 
 
Dot-Laser CAT - magnétique pour pignons en acier. 

 

 

Motorcycle CAT - Chain Alignment Tools   

 

Motorcycle CAT - Chain Alignment Tools         NEW        Magnetic Version 

 

Part List - Chain Alignment Tools          

 


